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I ELECTRICAL CONTRACTOR TO
COORDINATE WITH SIGN
FABRICATOR FOR SPECIFIC
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’\ 2 - 20 AMP CIRCUITS)
|~ CONCRETE FOUNDATION (SEE
STRUCTURAL PLANS)
9 ENTRY COLUMN
4-SIDED INTERNALLY LIT SIGN CABINET ot
PROVIDE 2 - 4" CWHO FLUORESCENT 1-2%
LAMPS PER SIDE, STAGGERED 10 ot
ILLUMINATE EVENLY. PROVIDE COLD 1-2%
WEATHER BALLAST. SIGN FABRICATOR
TO COORDINATE WITH ELECTRICAL
3 CONTRACTOR ON SPECIFIC SIGN 39
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A - CIRCUITS PROVIDED FOR), JUNCTION &
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STEEL PLATE WITH STEEL POST, MOUNT TO
BOTTOM OF PIER CAP BASE
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NOTES:

ALL MOUNTING HARDWARE AND FASTENERS TO BE STAINLESS STEEL.

SIGN CABINET TO BE UL LISTED AND FABRICATED TO MEET ALL APPLICABLE

BOCA AND MUNICIPAL CODES.

SIGN FABRICATOR TO BE LICENSED PER APPLICABLE STATE AND MUNICIPAL

REQUIREMENTS.

\ FONT: ALBERTUS MT
ROUTED ALUMINUM FACE PANEL, .100

1 REVEAL

/2" CLEAR ACRYLIC PUSH-THROUGH

LETTERS WITH WHITE VINYL ON FACE OF
LETTERS. g~ TRANSLUCENT WHITE ACRYLIC
BACKING

40"

THICK. POWDERCOAT FINISH, COLOR TQ
BE SIMILAR TO PMS 484C (RED) AS
APPROVED BY OWNER'S
REPRESENTATIVE

1 REVEAL 3

SIGN FABRICATOR TO SUBMIT SHOP DRAWINGS PER SPECIAL PROVISIONS
INCLUDING ALL CONNECTION METHODS, INTERNAL LIGHTING, MATERIALS AND

v-2%

A
ELEVATION
BOTTOM OF COLUMN

TUSCAN COLUMN BY THUNDERSTONE
ARCHITECTURAL CAST STONE.

ALL PRECAST TO BE CONNECTED TO CENTER
POST W/ GALVANIZED HARDWARE PER
FABRICATORS SPECIFICATIONS.

SEAM OF TAPERED COLUMN IF
NECESSARY

CAST STONE COLUMN IS HALLOW To
ACCOMMODATE STEEL POST AND
ELECTRICAL CONDUIT
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BY THUNDERSTONE ARCHITECTURAL CAST STONE

PRODUCTS OR APPROVED EQUAL. SEE SPECIFICATIONS FOR MORE INFORMATION
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